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What industries do you use a fr

What do you use a front end loader for?

Civil construction

INTRODUCTION TO WHEELED FRONT END LOADER

Agriculture - farming
Construction

Clean up

Moving dirt/rocks etc

Can use for lifting purposes
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INTRODUCTION TO WHEELED FRONT END LOADER
An example of a wheeled front end loader

A wheeled front end loader is a type of machine, that has a front-mounted square wide buck
booms (arms) to scoop up loose material such as dirt, sand or gravel and move it from one plac out pushing
the material across the ground.

A wheeled front end loader is commonly used to move material from ground
stockpile or into an open trench excavation.

deposit it into a vaiting dump truck,

Front end loaders can also come in tracked models
(refer RIMP0322 Conduct civil construction
tracked front end loader operations).

Tilt link

L

Rear wheel

Bucket

Lift cylinder

Liftarm Front wheel
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Plan and prepare for work

Chapter 1



Operate/use equipment

Chapter 4



PC2.3, 2.4

OPERATE/USE EQUIPMENT

QUESTION 72 1. Start by filling the area closest to the

of the stockpile area.
How do you safely fill

out a stockpile?

back

atatime.

128
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PC 2.4, 3.3 OPERATE/USE EQUIPMENT

QUESTION 73 As a general rule of thumb, you should dump the load the

depth of the hole.
When dumping materials

near an excavation, For example:
how far away from the
excavation must you
dump the load?
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PC2.3, 2.5, 3.3 OPERATE/USE EQUIPMENT

QUESTION 74 1. Tilt the bucket forward so the front of the | 2. Drivefforward to/dig.

. . cutting edge is in contact with the ground.
How do you strip topsoil?

Explain the steps.

3. Roll the bucket back to level at the 4. Move forward until the bucket is full.
correct'depth.

...CONTINUES ON NEXT PAGE
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PC2.3, 2.4, 3.3 OPERATE/USE EQUIPMENT

QUESTION 82 The load must not pass over the truck’s cabin

of the loac
What safety precautions

should you take when
dumping a load into
a truck?

The bucke
load comp

yer of soil in the truck | Position the truck safely.
before dumping large rocks
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