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INTRODUCTION TO TIP TRUCKS

Introduction to tip trucks
A tip truck is a truck which carries and discharges (dumps) loads. The types of 
loads a tip truck might carry include grain, rock, sand, mulches, etc. You use a 
tip truck to dump or spread loads. You often use tip trucks for civil construction 
or landscaping jobs. 

There are many different types of tip trucks for different jobs. Tip trucks range 
from small ‘Light rigid’ trucks to large ‘B-Doubles’ and ‘Road trains’. Some tip 
trucks tip from the rear only, some tip from the side and some can tip over the 
rear or side. Some tip trucks can tip 3 ways; over the left side, over the rear or 
over the right side. These are usually smaller types such as light and medium 
rigid trucks. There are also ‘Belly dumpers’ which drop the load from the middle 
of the truck. 

Because you drive tip trucks on public roads, you need a licence. The type of 
licence you need will depend on the weight of the tip truck and load. The number 
of axles and the type of transmission will also effect the licence you will need. It 
also depends on the laws (regulations) in your state or territory. You will need to 
get your licence through the road traffic authority in your state. 

SAMPLE
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INTRODUCTION TO TIP TRUCKS

Types of tip trucks
Trucks are classified by Gross Vehicle Mass (GVM), or Gross Combination Mass (GCM) shown on the compliance plate. 
Tyre sizes are part of the specifications.

Gross Vehicle Mass (GVM) is the total weight of the truck and the load. For example, if the truck weighs 4 tonnes and the 
load weighs 2 tonnes, the GVM is 6 tonnes.

Gross Combination Mass (GCM) means the total weight of the truck, trailer and any loads. For example, if the truck weighs 
10 tonnes, the trailer weighs 10 tonnes and the load weighs 20 tonnes, the GCM is 40 tonnes.

Note:  
Changing the tyre sizes may change 
the mass the truck can carry.

Gross vehicle mass

Gross combination mass

Tyre specificationSAMPLE
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INTRODUCTION TO TIP TRUCKS

Light rigid (LR)

Uses Used for tipping small loads. These are often used by garden supply companies.

A Rigid vehicle

Number of axles 2

Licence required (LR) Light rigid

Weight of vehicle and load 
(Gross Vehicle Mass - GVM)

4.5 to 8 tonnes

Types of tip trucks (continued)

The following shows examples of classes of tip trucks, how many axles they may have, and what each type of tip truck is used for. 
It shows the type of licence needed to drive the truck as well as the weight of the vehicle and load (gross vehicle mass).

Note: 
If used to tow a trailer the truck and trailer must not 
exceed the towing vehicles gross combination mass 
shown on the compliance plate.
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INTRODUCTION TO TIP TRUCKS

Medium rigid (MR)

Uses Often used in civil construction for delivering loads like soil, gravel and crushed rock etc. 

Types of tip trucks (continued)

A Rigid vehicle

Number of axles 2

Licence required (MR) Medium rigid

Weight of vehicle and load 
(Gross Vehicle Mass - GVM)

Over 8 tonnes. When 
towing a trailer, 
Trailer GVM must be 
less than 9 tonnes. 
GVM is limited to the 
trucks GVM. 

Note: 
If used to tow a trailer the truck and trailer must not 
exceed the towing vehicles gross combination mass 
shown on the compliance plate.
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Operate tip truck
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OPERATE TIP TRUCK

Dangers
Tipping soils, sand or clay
Soils, sands or clay can clump together in the truck as it moves. When you tip, the load can get stuck at the top of the tray. This is 
very dangerous because the weight of the load is so high above the axles. This makes the truck unstable. If you are on a slope, or 
the ground is soft your truck could overturn. 

PC 3.1
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OPERATE TIP TRUCK

If your load is sticking you will need to lower the tray and free the load.

Tipping soils, sand or clay (continued)

PC 3.1
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OPERATE TIP TRUCK

Do not climb up the load with the tray tilted to free the load. The load might come loose, slide down and trap you.

Tipping soils, sand or clay (continued)

PC 3.1
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OPERATE TIP TRUCK

Tipping on a slope (rear tippers)
When you discharge a load facing up a steep slope you must be very careful. Try to raise the tray slowly so the load slides out 
smoothly. If the load quickly slides to the back of the tray all the weight of the load comes to the back of the tip truck. This can 
damage the truck or cause the tip truck to overturn backwards.

PC 3.1
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 67

QUESTION 68

There are different ways to 
load a trip truck.

What are some ways a tip 
truck can be loaded?

Where must you be 
when your tip truck is 
being loaded?

The load may be placed in the tray by a front end loader or an excavator. Sometimes the 
truck may be loaded with a conveyor. You may load the truck by parking under a loading silo, 
or auger. 

You must stay in the cabin or drivers 
area when the truck is being loaded. 
Then the loading operator always 
knows where you are.

PC 4.1
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 69

QUESTION 70

When you are moving 
the truck into position for 
loading, it is important you 
can move the truck quickly 
and smoothly.

Why is it important to 
position the truck quickly 
and correctly for loading?

Your truck is going to 
be loaded with a front 
end loader. 

How do you know 
where to park?

If you do not position the truck properly, 
it might make it harder to load.

If you take too long to position the truck 
you may hold up other drivers. 

Areas under loading silos can be very 
small. Backing up and moving the truck 
into a better position might be difficult.

The loader driver will tell you the best position for your truck. He will know the best place to 
load to reduce the dust hazard. He will want you to park where he can load without moving 
the loader too much.

PC 4.1
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LOAD, TRANSPORT AND TIP MATERIALS

Tipping smoothly - Rear tippers

At some work 
sites a supervisor 
will show you 
where and how to 
tip the load. The 
supervisor may 
want the load as a 
pile or spread out.

When you unload, you must make sure to 
raise the tray slowly and smoothly. If the tray 
lifts up very quickly the load can move quickly 
to the rear of the tray. This sudden weight 
increase can make the truck unstable.

Rear tipping 
trucks can be 
driven forward to 
spread the load. 

PC 4.1
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LOAD, TRANSPORT AND TIP MATERIALS

Tipping smoothly - Side tippers

You must always come to a complete stop before tipping with a side tipper. It is important that the whole load is dumped in one 
motion. Stopping tipping before the load is finished is one of the ways a side tipping dump truck can overturn. If the side tipper 
returns to its travel position with a load in the tray, the load weight is on one side of the tray only. This makes the truck unstable.

PC 4.1

PC 4.2
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LOAD, TRANSPORT AND TIP MATERIALS

Soil compaction

Soil can have different volumes in different conditions. 
For example:

You must be careful when you drive your truck on recently dumped ground. If the ground has not been compacted properly, the 
weight of your truck might compact the ground under your tyres. This could make the truck lean or overturn, especially if you are 
discharging your load.

Soil may take up 1 cubic 
metre in its natural state

After digging it may take up 
1.25 cubic metres

When it is compacted it may 
take up to 0.9 cubic metres

PC 4.6
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LOAD, TRANSPORT AND TIP MATERIALS

Axle weight
Your truck will have a maximum weight each axle can have on it. When the police or road traffic authority stop you at a weigh 
station, they will check the weight of each axle. If an axle has more weight than the axle is allowed, the truck is overloaded.

Tip trucks are designed to be loaded evenly. 
If your truck is loaded evenly the weight of 
the load will be distributed across the axles 
the way the truck was designed.

If the load is not distributed evenly, more 
weight will sit on a particular axle. When your 
truck is weighed, your axle weight might be 
too heavy, even though your GVM is OK.

PC 4.3
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 73

When you are moving loads 
such as sands, soils or 
rubbish (waste material), 
you must cover your load. 

Why must you do this?

Dust, small stones, dirt or rubbish may cause a hazard on the road. This could cause a driver 
or a motorcyclist to have an accident.  

PC 4.3, 4.4, 4.7
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LOAD, TRANSPORT AND TIP MATERIALS

Discharging on slopes
This changes the centre of gravity of the truck and the load. When you are using a rear tipping tip truck and you face down the 
slope, the centre of gravity is further forward. This means the hydraulics will work harder in lifting the tray. This puts more weight 
on the front axles as you begin tipping. When you discharge the load, the load may roll under the rear of the truck. 

PC 4.5
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 75

When you are using a 
rear tipping tip truck and 
you face up the slope, the 
centre of gravity is further 
back. This puts even more 
weight on the rear axle.

Why is this dangerous?

This puts you in danger of overturning backwards. You do not need to raise the tray as high to 
discharge the load. 

PC 4.2, 4.5
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 77

QUESTION 78

You must be careful when 
you are dumping a load 
over the face of a fill site. 

Why is tipping over the face 
dangerous?

You are not sure the ground 
can support the truck.

How can you safely get the 
load over the face?

If the ground is too soft it could 
give way and your truck could 
fall into the hole. 

You must talk to the site 
supervisors or check 
engineering drawings to make 
sure the site can support the 
weight of the truck. 

You should arrange to tip in a pile 
further from the face.

A loader/dozer can then push the 
load over the face. 

PC 4.5
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 80

You are dumping on 
a site where the truck 
does not have access.

What would you need 
to do?

Dump as close as possible and arrange for another machine to place or spread the load.

PC 4.6
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 81

In civil construction 
you will often be asked 
to spread the load. 
Spreading the load 
means controlling how 
much material can come 
out of the body through 
the tail gate opening as 
you drive. 

How can you control the 
flow from the tail gate?

You can control the flow of material through the tailgate by using chains to limit how far the tail 
gate will open.

Using a short chain means only a small 
amount of material will flow out.

Using a longer chain means more 
material will flow out. 

PC 4.6
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LOAD, TRANSPORT AND TIP MATERIALS

QUESTION 82

Can side tippers spread a 
load while tipping?

No. You should not tip and drive with a side tipper because side tippers are made to be 
stationary (still) when they are dumping. Side tippers always dump in a pile.

PC 4.6
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