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INTRODUCTION TO SLEWING MOBILE CRANE (over 100 tonnes)

What is a slewing mobile crane
A slewing mobile crane is a powered crane which features a boom or jib that can slew from front to back.  
The crane is mounted on a vehicle.

This learner resource does not cover front-end loader, backhoe, excavator or similar equipment when configured (arranged or set up) for crane operations.

Rough terrain slewing crane

Crawler craneSlewing mobile crane
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INTRODUCTION TO SLEWING MOBILE CRANE (over 100 tonnes)

Parts of a slewing mobile crane

Running rope

Counter weight

Pigstyed packing

Boom or jib

Head 
sheave

Hook

Hook block

Rear outrigger

Front outrigger

Outrigger beam

Jack

Hoist rope

Winch

Operators cabin

Drivers cabin

PC 1.9
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Element 1 – 
Plan work / task
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ELEMENT 1 — PLAN WORK/TASK

QUESTION 7.2

How do we determine 
what loads must be 
performed?

We look at the lift plan.

How else can we 
determine the rated 
capacity of a crane?

We can look at the load 
chart.

The following is some information that you might find in a lift plan.

• Load 1. a load of >50% of the RC of the crane with a boom length of >75%, and 

• Load 2. stillage containing at least ten scaffolding standards or containing a load of steel 
pipes of equivalent weight that requires a dogger to sling, and  

• Load 3. an asymmetrical load that requires a dogger to sling, and

• Load 4. a round load with a minimum diameter of 300 mm and minimum length of three 
m that requires a dogger to sling

Lift Plan 

1. Project Details:    Version No:   
Candidate Name:    Site Pick up 

address: 
 

Operator Contact 
Details / Supervisor 

  Site Drop off 
Address: 

 

Crane make / 
model 

  Crane ID   

Lift 1 Description    
Lift 2 Description   
Lift 3 Description   
Lift 4 Description   
Item Details  Lift 1  Lift 2  Lift 3  Lift 4 
Weight of Load    Kg    Kg    Kg    Kg 
Weight of rigging    Kg    Kg    Kg    Kg 
Weight of hooks    Kg    Kg    Kg    Kg 
Additional 
Weight 

  Kg    Kg    Kg    Kg 

Total*    Kg    Kg    Kg    Kg 
Boom Length    M    M    M    M 
Boom sequence         
Line pull    Tonne 

/ kg 
  Tonne 

/ kg 
  Tonne / 

kg 
  Tonne 

/ kg 
Parts of line    M    M    M    M 
Hook block WLL    Tonne 

/ kg 
  Tonne 

/ kg 
  Tonne / 

kg 
  Tonne 

/ kg 
Pick up radius    M    M    M    M 
Set down radius    M    M    M    M 
Max radius    M    M    M    M 
RC at Max radius    Kg    Kg    Kg    Kg 
Communication 
Method 

H  2WR  W  H  2WR  W  H  2WR  W  H  2WR  W 

* Operator to 
Calculate / Sling 
Calculation 

       

2. Equipment for 
load lift / sling 

       

Dogger/Assessor 
initial 

       

3.* Sling Calculation Notes: 
 
 
 
 
 
4.^ Risk Controls: See additional note template. 
 
 
 
 
 
 

 

   

asymmetrical load

PC 1.1
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ELEMENT 1 — PLAN WORK/TASK

Outriggers and packing  (continued)

The top layer of packing must be at right angles to the 
direction of the outrigger beam and at least 200 mm wide.

The packing should be pigstyed. This means each layer is at 
right angles (90° degrees) to the next.

Packing, outriggers and jacks should be checked regularly 
during an operation.

The base layer of packing should be closely laid and at least 
75 mm thick

90o

90o

200 mm wide

Outrigger beam

75 mm 
minimum

PC 1.2
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ELEMENT 1 — PLAN WORK/TASK

QUESTION 13 You can use hardwood packing or steel plates (cribbing or pigstying).

You will work in an area 
with soft, wet ground. 
The crane might sink. 

How can you make the 
crane stable?

Pigstying

PC 1.2
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ELEMENT 1 — PLAN WORK/TASK

Uneven ground reduces the capacity of a crawler crane.QUESTION 14

What does uneven ground 
do to the capacity of a 
crawler crane?

8 tonnes10 tonnes

PC 1.2
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ELEMENT 1 — PLAN WORK/TASK

QUESTION 34

What hazards (dangers) are 
there if people work near 
the outriggers or chassis  
of a slewing crane?

The crane or load could hit or crush a person between the crane and outrigger. 
Individuals should stay outside the exclusion zone. 

Exclusion zone

PC 1.5
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Element 2 – 
Prepare for work / task
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ELEMENT 2 – PREPARE FOR WORK/TASK

Broken windscreen 
(could indicate vandalism)

Damaged tyre

Check for bends, twists and cracks 
in the boom (signs of defects)

Fluid leaks

This section is about checking the crane for problems and what to do if you find any problems. It covers visual checks, signs and 
labels, pre-operational checks, crane controls, checking the logbook, starting the crane, post-start checks and recording and 
reporting faults. 

Visual check
Make sure you have a look around the slewing mobile crane before you use it.  See if the crane and lifting equipment are in a safe 
working condition and are right for the job before you lift any loads. A faulty crane could cause an accident and injure or kill you 
or your workmates. 

Check the crane

Some examples of checks you should do are: Crane operator
As the crane operator, you are responsible for inspecting 
the crane. 

If you think someone has tampered with the crane, you 
must report this problem to your supervisor or some other 
authorised person immediately.

The crane owner and workplace security may also need to 
be informed.

If someone has mucked about with the crane, report the 
fault to your supervisor.

PC 2.4
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ELEMENT 2 – PREPARE FOR WORK/TASK

Note:
If the load meter/crane computer shows a value more than the rated load for the empty vehicle, do not try to hoist the load 
as it is. Decrease the working radius so you do not overload the crane.

Crane computer
Enter configuration data into the crane’s computer

The crane’s computer helps prevent the crane from overloading and 
overturning. The computer also has a load limiting/indicating system. 

Make sure that the computer is operating properly. The computer 
needs to be calibrated (tested for accuracy and adjusted if needed) 
every 6 months by picking up a load you know the weight of and 
comparing the actual weight against the computer reading.

Before using the crane, enter the boom/jib and counterweight 
configuration data into the crane’s computer.

Examples of data you may enter into the crane’s computer include:

•	 Boom length

•	 Operating radius 

•	 Outrigger extension

•	 Number of falls of rope.

Example of a load meter/crane computer

PC 2.4
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Element 3 – 
Perform work / task
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ELEMENT 3 – PERFORM WORK/TASK

QUESTION 143

Some of the Australian 
standard signals used in 
dogging are shown here. 

What does each of these 
signals mean?

Hoisting raise Hoisting lower/down

Luffing boom up Luffing boom down

Commonly 
used signal 

(not Australian 
Standard)

2 short

3 short 4 short

1 long

...CONTINUES ON NEXT PAGE

PC 3.7
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Element 4 – 
Pack up
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ELEMENT 4 – PACK UP

Stow and secure outriggers/stabilisers
Check that outriggers/stabilisers are stored safely for travel.

To secure and stow outriggers you should:

1.	 Use the controls to raise the 
outrigger footplates.

3.	 Pack up the packing timbers.

2.	 Use the controls to retract 
the outriggers.

4.	 Clean steel plates.

Stow and secure plates 
and packing
Secure all packing properly and safely. 

Use straps or ties to hold packing 
timbers down.

PC 4.4, 4.6, 4.7
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